
DHR4901 - VAST Personal Video Recorder 
This product is an ultra-high definition 4k, MPEG-4 and MPEG-2 Digital Media Gateway, allowing for a 

totally new level of entertainment. Equipped with 20 tuners, the DHR 4901 allows the user to seamlessly 

and concurrently watch and record, multiple programs.

Key Features
»» Irdeto Security and Smart Card,

»» DVB-S/S2 with 10 x simultaneous recordings possible,

»» DVB-T/T2 with 4 x simulataneous recordings possible,

»» 2TB internal Hard Disk Drive, 1TB partitioned for EPL and ITB for subscriber use,

»» HDMI connectivity with HDMI cable included,

»» RF4CE and Infra-red remote control support,*

»» External switch-mode Power Supply (240v AC to 12v DC / 12v DC operation),

»» Approved for VAST Reception,

»» Capable of supporting Optus Sport / EPL by means of Optus subscription. 
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EPL: English Premeire League



Distributed by:  
NAS Australia.  
28 Newstead Terrace, Newstead, Q, 4006 
P: 07 3015 8700  F: 07 3252 8541 e: sales@nasaustralia.com.au

Contact NAS Australia for your nearest re-seller.
Technology :: Support :: Solutions

PLACE DEALER STAMP HERE

425mm

48mm

225mm

Audio
»» MPEG-1 Layers I & II and MP3

»» MPEG-4 AAC-HE

»» Dolby Digital Plus

Copy Protection
»» HDCP v1.4 and HDCP v2.2

System Resources
»» System on Chip SoC (12kDmips)

»» Flash Memory: NAND Flash 1 GB

»» RAM: 2GB DDR

Data Service
»» USB: 3x v2.0

»» RF4CE: IEEE 802.15.4 at 2.4GHz

»» Ethernet 1x 10/100/1000 BaseT

»» WiFi: 802.11 ac (future use)

Front-End | Tuners
»» Satellite: Full band capture architecture 

with 16 x DVB-S2x compliant

»» Terrestrial: 4 x DVB-T/T2

Internal Storage
»» 2TB 3.5” HDD SATA 

Front Panel
»» 1 x Bi-Colour LED

»» 1x Red LED

»» 1 x Standby Button

»» 16 Character Vacuum Fluorescent Display

»» 1 x 38kHz IR Receiver

»» 1 x Smartcard Slot

»» 1 x USB v2.0

Rear Panel
»» 1 x F-Type (Satellite) 

»» 1 x IEC Connector (Terestrial)

»» 1 x TOSLINK, 1 x SPDIF (Digital Audio)

»» 2 x USB v2.0 Type “A”

»» 1 x HDMI v2.0 Type “A”

»» 1 x DC Jack; (12v  DC Power)

»» 1 x RJ-45 connector

Accessories 
»» Laptop-styles, external PSU (240v AC/12v DC)

»» RF4CE / IR RCU*

»» User Guide and Quick Start Flyer

»» HDMI cable included
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